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In early Jamuery 1953, 12 Yak-18s were stationed at Litten-Neupruschwitaz
airfield. Loecal flights were made up to mid-Januvary. The aircraft left_in
the course of January. No air activity was observed after mid-January.

Previously, air activity was performed only on the former airfield
which was not fenced-in on its northern and eastern border. In Januery,
construction was started on a wall along the southern edge of the
field. The wall extended along the Baschuetz-Neupurschwitz road as

far as Neupurschwitz whera 1% had a height of about 2 meters. 4 gate
vas at Kilometer markers 3.4 and 4.l respectively.

The buildings of the field were located on the southern edge paraliel
to the road. The f1ight control station housed in a low wooden building,
about 15 x 40 meters, was located in line with kilometer marker 4.0.
This byjlding had a gable roof with a tower and a wind cone and a cup
anemometer on top. On elther side of the flight control station there
was a wooden hangar, about 20 x 40 meters, which had a height of 6
meters toward the landing field and a height of 4 meters toward the
road. As the rear walls were not yet installed source could observe
that the wooden supports of the roof had a spsn of 12 meters, Therefore
large planzs cannot be parked in these hangars. West of the hangurs,
there were four billeting buildings for EM, which had an estimated size
of 10 x 25 meters, a door and two windows at the front side, eight
windows at the longitulinal side along the road, a flat gable roof and
four smokestacks. A small brick building was located betwsen two
billeting buildings. Work was under wey on a fire pond west of the
buildings. North of the temporary buildings there were three lar:e
boilers, each atout 4 meters long and 2 meters in diameter, which vere
slightly underground. A transformer stetion at the entrance to
Neupurschwitz was in operation,
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“re mound attriangulation point 174.9 in the western and north-

western sections of the field was removed by means of a dozer.

The earth was excavated about 1 meter deep and hauled to the slope

along  the brook southeast of the intersection of the Niederkrainere
Litten and Baschuetz-Kreckwitz roads. The trench along the MNeupurschwitz-
Purschwitz road in the eastern section of the field was being filled.

- large scale earth work was under way east of the landing [ield. For

this purpose, the Heupurschwitz-Purschwitz road was blocked to the

south by a barrier and guarded by a VP sentry. Earth was being rermoved

in a depth of 1.5 to 2 meters and a width of 600 to 700 meters, 500

to 1,000 meters south of Fyrschwitz. The earth was hauled to the area

1.5 meters southwest of Cannewltz. Work was being done at day and night.
Seven Diesel locomotives, 8 steam locomotives and about 150 dump cars
were used in swddition to 6 dredgers whieh put the earth into the dump
cars. The flas portion of the slope was torn open by three scooping

irons and two tractors with a device similar to a snow plow, Subsequently,
the loose ezrth wae loaded on durp cars with shevels. Near kilometer
marker 6 along the Weupurschwitz-Wurschen road, excavation was in Lrogress
on a strip 3 meters wide, about 600 meters long and 20 em deep, which

was subsequently filled with crushed stones.

The construction staff of the Bauunion South was quartered in a temporary
building at the exit of Neupurschwitz, west of the Fyrschwitz-Neupurschwitz
road. East of this road, there was & low wooden building with the kitchen
and 3 temporary bulldings quartering EM. The buildings were of the same
type as those west of the flight control station. A small quantity of
cement and bricks, 40 cement pipes, each 1 meter long and 50 em in diameter,
and about 25 fuel containers each with an estimated capacity of 200 liters
were stored on the edge of the road north of the construction headquarters,
Three wells wers being established in front of the terporary buildings

east of the road. There was a narrow-gauge field track which extended
alrost as far as triangulation point 162,3 and then to the east vhere

it branched off. The branch lines which could not be distinctly observed
extended in the area north of kilometer marker 6.0 along the Neupurschwitz-
Wurschen road. Near the temporary buildings, there were about 20 Soviet
trucks with German marking which were used for the transportation of
workers and construction material. Previously, no large quantities of
cement; crushed stones or gravel had arrived. Neither runway nor taxiwey
or conerete mixers were observed at the field.

An estimated 600 workers were enployed at the field. Some of them came

from Bautzen and the surrounding villages. A worker said that excavstion
work was being done by a private firm called Thomas, the cadre personnel

of which was quartered in the temporary buildings northeast of Neupurschwitz.
Only a few lzborers worked on sbove-ground construction- lasonry was .
discontinued between 3 and 7 February because of frost.
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i. | | somment, A previous report contained information on the
trensfer of the 3rd VPL Regt from Bautzen-Litten to Yamenz. See

. .
2. | | Comment. Work at Bautzen-Litten airfi is apparently scceleTated.

For details on earth novements and loeation of the individuai objects,
see Annex, )
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Bautgen-Litten Airfield
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Flight control station

w°odenihangars

EM quarioys

Smell brick building

Fire pond

Three bollers

Transformer station

Three wells

Entréneﬁ_gates

Wall

¥all not yet completed

Temﬁcrary building housing construction gtaff of Bauunion South
Kitchen

Narrow-gauge field railroad

Foundation of crushed stones, probably for road

Farth work under vay
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